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ELECTRONIC ARTICLE SURVEILLANCE ANTENNAS

EVOLVE™ iRANGE
P30
Deter, Deactivate, Detect



EVOLVE™ iRANGE P30
The P30 is part of Checkpoint Systems’ EVOLVE iRange which allows for 
connection to remote reporting and remote service. 

The EVOLVE iRange P30’s slim and attractive design provides excellent 
detection and can be enhanced with an integrated people counter unit. 
Perspex advertising panels come as standard for display of promotions, 
brands or information.

EXCELLENT PERFORMANCE
Enhanced detection capabilities

REMOTE CONNECTIVITY
Seamless management reporting

JAMMER DETECTION
alerts stores to the use of EAS Jammers

OPTIONAL VISITOR COUNTING
Can be upgraded with Integrated VisiPlus™ unit, Wall, 
Post-Mounted or Overhead VisiPlus™ units

Dimensions
Height: 1.54 METERS / 5.052 FEET 
Width: 0.34 METERS / 1.131 FEET

Depth: 0.094 METERS / 0.308 FEET

Aisle Width
Up to 1.8 METERS

         5.905 FEET

Frequency
8.2 MHz EU
7.2 - 9.5 MHz NA
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EVOLVE iRange P30
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FEATURES

PERSPEX ADVERTISING PANELS
As standard

DUAL F
REQUENCY

EVOLVE iRange P30 without 
advertising panel inserts

CUSTOMIZED BASE COVERS
Speak to Checkpoint regarding available colors*
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*Ruby Red optional colored base 
cover shown above

Part of the iMap Family

Deter, Deactivate, Detect
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